


5 PO TS PETR PR URTSPSRPPR 2
T BRI oo 3
20 FRIUFTEIHLIP HIEE ..ot 3
B FEBEFTEIHL oottt 3
T LR TR oottt 3
20 JEIE DL VAT TERE ot 3
By FEDIB I oot 4
Lo BBEE TUTHT covvrveeiseseeeese sttt sttt 4
20 BB R o 4
3y BT FTEITHLEI IR oottt 4
By VLI TTBE ot 5



1. ¥Eid

KA H] 80 RFIABEFTENHL. ZARIIFTEIHLER T ] LUE FH FRATTH AL
WINDOWS I FH AR BE 57 Y 1 2 4ok, sk mr LR I i Ba 2% (At 1E/Firefox) B8 Y
2%, (FE: HAj{XSZH#F 80USE. 80w HLEY).
2+ ZREUTEIHL IP Mk

FTENNLE R R IERCAY, $% T FEED 8 P4 HIETTOC, S54F 1-2 BT EIML
HBNFTENH AR T, A5 A A th A 4L e udik, BRIAH 192.168.1.87.

3. EHATHIHL
1. MERERE

192.168.1.xx RJ45 25 RJ45 192.168.1.XX
FTERHURAN AT LEAS F R — BB 1P bk, 41 192.168.1.xx
wltn, 4TEIHL: 192.168.1.87, it AL: 192.168.1.123

2. BT MR EIER

192.168.1.xx B i 7 192.168.1.xx
FTERHURIAS NV LEAS F IR — BB 1P bk, 4 192.168.1.xx
i, FTEIML: 192.168.1.87, B%HI#%: 192.168.1.1, i AHLl: 192.168.1.123




4. BEHSH

1. BERMH
PRI WK TE, SATEDRL TP Jlk, W0 1 BT, SRJG 14,

e [+
@'\___/ A e ) |§, 192 183. 1. 57]

v|-}

2. BEERDRER
HENUR, S B2 STEDBLE I HOGRER, fe 2 s

&1

Ethernet WebConfig Version 1.00

Interface Status Interface

Printer Status Status

Configure Interface
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View the current status of the interface module.

Mac Address 168-1-87-18-02-86
IF Address  192.168.1.87
Subnet Mask 255.255.255.0



Ethernet WebConfig Version 1.00

Printer Status Check the status of the connected printer.
Coverls Open  Yes
Cutter Error Ma
Paper End Yes |
Paper NearEnd Mo
Printer Off-Line Mo
i Print Test Page i[ Refrash ]
|
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Ic::::r':g:ere Settings for the Ethernet Interface .
Fixed IP Address: 7
‘De\ﬂ'ce IP Address ||£| _ _ _
‘Subnetl’v‘lask | _ _ EI
i Reztore Default i [ Save J [ Exit ]
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SEls Conﬁgure Settings for the Ethernet Interface .
Printer Status Interface
Configure Interface
Fixed IP Address:
Device IP Address _ _ _
SubnetMask | 255|255/ [255[[0 |
Restore Default ] [ Save ] [ Exit
v
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' If wou think that youwr changing 15 walidated,
- Fleasze select “Reboot” funection!
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System Message

Please Wait for printer to reboot!
But if you change the IP address, Enter the
new address to the address bar after the
printer reboot.
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